














1.00

Dismantling all types of plain cement concrete

works, stacking serviceable materials at site and

removing rubbish as directed within a lead of 75 m.

In ground floor including roof.

(a) upto 150 mm. thick
4.00 Cum 939.00 3756.00

2.00

Clearing compound premises of shurbs, plants, jungles etc. by

cutting and removing as directed (Specific permission of

Engineer-in-Charge prior to execution will be necessary).

(Payment to be made on area cleared)
400.00 Sqm 11.00 4400.00

3.00

Taking out carefully G.C.I. or C.I. or asbestos sheets (including

ridges etc.) from roof or wall after unscrewing bolts, nuts,

screws etc.and stacking the material at site as directed. 30.00 Sqm 41.00 1230.00

4.00

Labour for taking out old soling edging including removing

debris (a) Single flat soling 150.00 Sqm 9.81 1471.50

5.00

Labour for laying soiling with departmental bricks including

carriage of departmental bricks within a lead of 150 metres

preparation of bed as necessary with brick joints properly filled

in and packed with brick joints properly filled in and packed

with local sand or powdered earth and including necessary

cushion of similar materials below the soling (and in between

layers when more than one layer is used)

(a) Single brick flat soling (thickness 75 mm) 

120.00 Sqm 35.84 4300.80

6.00

Uprooting and removing plants from the surface of walls

parapet etc and making good damages. (Repairing of damages

to be paid separately)

(a) Small plant of girth of exposed stem upto 75 mm. lift

upto 6 mtr

10.00 Each 50.00 500.00

7.00

Earth work in excavation of foundation trenches 

or drains, in all sorts of soil (including mixed soil but excluding

laterite or sandstone) including removing, spreading or

stacking the spoils within a lead of 75 m. as directed. The item

includes necessary trimming the sides of trenches, levelling,

dressing and ramming the bottom, bailing out water as

required complete. 

(a) Depth of excavation not exceeding 1,500 mm

15.00 Cum 119.27 1789.05

Rate (Rs.) Total Amount (Rs.)

SCHEDULE

Name of the work: Modification of Generator shed for entry and parking of vehicle along with shifting of materials in

connection with Infrastructure Development of SAHC at LB-2, Sector-III Saltlake City, Kolkata-700106.

Sl No Description of Item Quantity Unit



8.00

(I) Cement concrete with graded stone ballast (40 mm size

excluding shuttering)

In ground floor

(A) [Pakur Variety]

(a) 1:3:6 proportion

4.50 Cum 5376.00 24192.00

9.00

Ordinary Cement concrete (mix 1:1.5:3) with graded stone

chips (20 mm nominal size) excluding shuttering and

reinforcement if any, in ground floor as per relevant IS codes.

(i) Pakur Variety

3.00 Cum 5771.48 17314.44

10.00

(A) Filling in foundation or plinth by silver sand in

layers not exceeding 150 mm as directed and

consolidating the same by thorough saturation with water,

ramming complete including the cost of supply of sand.

(payment to be made on measurement of finished quantity)

12.00 Cum 936.21 11234.52

11.00

Reinforcement for reinforced concrete work in all sorts of

structures including distribution bars, stirrups, binders etc

initial straightening and removal of loose rust (if necessary),

cutting to requisite length, hooking and bending to correct

shape, placing in proper position and binding with 16 gauge

black annealed wire at every intersection, complete as per

drawing and direction.

(a) For works in foundation and upto roof of ground floor/upto

4 m

(i) Tor steel/Mild Steel

II. Other than

SAIL/ TATA/RINL

0.15 M.T 53538.38 8030.76

12.00

Single Brick Flat Soling of picked jhama bricks including 

ramming and dressing bed to proper level and filling joints 

with local sand.

60.00 Sqm 361.00 21660.00

13.00

Hire and labour charges for shuttering with centering and

necessary staging upto 4 m using approved stout props and

thick hard wood planks of approved thickness with required

bracing for concrete slabs, beams and columns, lintels curved

or straight including fitting, fixing and striking out after

completion of works (upto roof of ground floor)

(f) 25 mm to 30 mm shuttering without staging in foundation

7.00 Sqm 209.00 1463.00

14.00

125 mm. thick brick work with 1st class bricks in cement

mortar (1:4) 

in ground floor. 
15.00 Sqm 736.00 11040.00



15.00

Plaster (to wall, floor, ceiling etc.) with sand and cement

mortar including rounding off or chamfering corners as

directed and raking out joints including throating, nosing and

drip course, scaffolding/staging where necessary .[Excluding

cost of chipping over concrete surface](i) With 1:6 cement

mortar

(Ground floor)

(c) 15 mm thick plaster

35.00 Sqm 151.00 5285.00

16.00

M.S. structural works in columns, beams etc. with simple rolled

structural members (e.g. joists, angle, channel sections

conforming to IS: 226, IS: 808 & SP (6)- 1964 connected to one

another with bracket, gussets, cleats as per design, direction of

Engineer-incharge complete including cutting to requisite

shape and length, fabrication with necessary bolting, metal arc

welding conforming to IS: 816- 1969 & IS: 1995 using

electrodes of approved make and brand conforming to IS:814-

2004, haulage, hoisting and erection all complete. The rate

includes the cost of rolled steel section, consumables such as

electrodes, gas and hire charge of all tools and plants and

labour required for the work including all incidental chages

such as electricity charges, labour insurance charges etc. 

I) For structural members of specified sections weighing less

than 22.5 Kg./m

0.10 M.T 72951.00 7295.10

17.00
Relaying disturbed kerb stone on new lime concrete (18 : 36 : 

100) bed up to 75 mm thick 15.00 Mtr. 50.00 750.00

18.00
Relaying disturbed channel stone on new lime concrete (18 : 

36 : 100) bed up to 75 mm thick. 15.00 Mtr. 99.00 1485.00

19.00

Supplying, fitting and fixing glass reinforced polyester

translucent fiber glass sheet to match with GCI Corrugation as

per IS: 12866 - 1989 in roof fitted and fixed with 10 mm dia "J"

or "L" hook, bolts and nuts, limpet and bitumen washers and

putty with 150mm end lap and one corrugation minimum side

lap complete. a) 1.6mm +/- 0.2 mm thick sheet.(2.6Kg/Sq.m)

iii) Coloured other than natural white or tinted blue

30.00 Sqm 768.00 23040.00

20.00

(B) Split shank iron door ring fitted and fixed complete

(ii) 75mm dia
10.00 Each 40.00 400.00



21.00

Constructing Inspection pit of inside measurement 600mm X

600mm X upto 600mm (depth) with 250 mm thick 1st. class

brick work in cement mortar (1:4) on all sides, bottom of the

pit consisting of 100 mm thick cement concrete (1:3:6) with

stone chips over a layer of jhama brick flat soling,15 mm thick

(1:4) cement plaster to inside walls and out-side walls upto G.L.

and 20 mm.thick (1:4) plaster to bottom of the pit, providing

necessary invert with cement concrete (1:3:6) with stone chips

as per direction, neat cement finishing to entire internal

surfaces, top of the pit covered with 100 mm thick R.C.C. slab

(1:1.5:3) with stone chips and necessary reinforcements upto

1% and shuttering including 6 mm thick cement plaster (1:4) in

all external surfaces of the slab and one 560 mm dia. R.C.C.

manhole cover of approved make supplied, fitted and fixed in

the slab with necessary fittings, necessary earthwork in

excavation in all sorts of soil, filling sides of the pit with earth

and removing spoils after work complete in all respect with all

costs of labour and materials.

i) With Pakur variety (Other than SAIL/TATA/RINL)

5.00 Each 7782.00 38910.00

22.00

Supplying, fitting and fixing yard gully with approved H.C.I. 

grating complete. (i) 225 mm X 150 mm with 230 mm gratings
4.00 Each 508.00 2032.00

23.00

Supplying, fitting and fixing in position R.C.C. Manhole/ pit 

cover of approved make with rim of approved make (Heavy 

type)

(i) 450 mm dia.
4.00 Each 276.00 1104.00

24.00

Scraping of moss, blisters etc.thoroughly from exterior surface 

of walls necessitating the use of scraper, wire brush 

etc.(Payment against this item will be made only when this has 

been done on the specific direction of the Engineer-in-charge)

60.00 Sqm 7.00 420.00

25.00

(b) Priming one coat on timber or plastered surface with 

synthetic oil bound primer of approved quality including 

smoothening surfaces by sand papering etc. 250.00 Sqm 38.00 9500.00

26.00

Applying decorative cement based paint of approved quality 

after preparing the surface including scraping the same 

thoroughly (plastered or concrete surface) as per 

manufacturer's specification. In Ground floor

(iii) Two coats

250.00 Sqm 49.00 12250.00



27.00

Supplying, fitting & fixing UPVC pipes A- Type and fittings

conforming to IS:13592-1992 with all necessary clamps nails,

including making holes in walls, floor etc. cutting trenches in

any soil through masonry concrete structures etc if necessary

and mending good damages including joining with jointing

materails (Spun Yarn, Valamoid/Bitumen/ M-Seal etc)

complete.

A) UPVC Pipes:

(ii) 110 mm. Dia. 

12.00 Mtr 251.00 3012.00

28.00

Removal of rubbish,earth etc. from the working site and

disposal of the same beyond the compound, in conformity

with the Municipal / Corporation Rules for such disposal,

loading into truck and cleaning the site in all respect as per

direction of Engineer in charge

20.00 Cum 166.00 3320.00

29.00

Priming one coat on steel or other metal surface with synthetic

oil bound primer of approved quality including smoothening

surfaces by sand papering etc.
10.00 Sqm 29.00 290.00

30.00

(A) Painting with best quality synthetic enamel paint of 

approved make and brand including smoothening surface by 

sand papering etc. including using of approved putty etc. on 

the surface, if necessary :

(b) On steel or other metal surface :

With super gloss (hi-gloss) -

(iv) Two coats (with any shade except white)

10.00 Sqm 79.00 790.00

31.00

Applying Exterior grade Acrylic primer of approved quality and 

brand on plastered or cencrete surface old or new surface to 

receive decorative textured (matt finish) or smooth finish 

acrylic exterior emulsion paint including scraping and 

preparing the surface throughly, complete as per 

manufacturer's specification and as per direction of the EIC. In 

Ground Floor: (a) One Coat

40.00 Sqm 31.40 1256.00

32.00

Protective and Decorative Acrylic exterior emulsion paint of 

approved quality, as per manufacturer's specification and as 

per direction of Engineer-in-Charge to be applied over acrylic 

primer as required. The rate includes cost of material, labour, 

scaffolding and all incidental charges but excluding the cost of 

primer. In Ground floor (Two Coat) a) Normal Acrylic Emulsion

40.00 Sqm 67.00 2680.00



33.00

Taking out existing partition/ceiling of particle board, masonite

board, ply board, soft board etc. of any thickness and refixing

same in new position with necessary clamps making holes in

walls, floor, roof and mending damages if any.[concrete plaster

will be paid separately]

60.00 Sqm 55.00 3300.00

34.00

Hire and labour charges for 100 mm dia bamboo railing on 150

mm dia Jhau/Eucalyptus or other approved timber posts each

2.0 m in length, tied 2 number post strongly with coir ropes in

the fashion of a scissor with a spacing of 1.8 m over pacca road

without damaging the surface and tying strongly 3 (three) rows

of bamboo railing on each leg and 1 (one) railing connecting all

the pivot junctions including cost of loading unloading,

stacking & carriage of all materials and labour complete, and

maintaining barricading for a period beyond 5 (five) days after

the reported & recorded time of completion of the entire work

to the satisfaction of Engineer-in-charge. (Note: This work

should not be executed without specific permission of

Superintending Engineer) 100 mm. dia bamboo railing &

150mm. dia Jhau/Eucalyptus/other approved timber posts @

1.80m apart (i) Railing 4 row on each leg and 1 at pivot point

40.00 Mtr. 200.00 8000.00

35.00 Mazdoor (Male) 160.00 Each 269.50 43120.00

36.00

Supplying and laying Polythene Sheet (150gm/ sq.m.) over

damp proof course or below flooring or roof terracing or in

foundation or in foundation trenches.
200.00 Sqm 24.00 4800.00

37.00
Add GST@ 12% on Rs 285421.17 i.e total amount over item 1.00 to

36.00.
285421.17 % 0.12 34250.54

38.00
Add labour welfare Cess @ 1% on Rs.319671.71 i.e total amount

over item 1.00 to 37.00.
319671.71 % 0.01 3196.72

322,868.43       

322,868.00      Say Rs. =

I /We agree to carry out the work of  NIT No. 09/CIVIL/PBGSBS of 20-21  @ At PAR 

/......................................% 

(.............................................................................................. below than/above than the price schedule of work attached

Signature of the agency with official seal

Full postal address.

Name (IN BLOCK LETTER) ...................................................................................

Address

 Shifting of materials stacked inside the premises 

Sub Total Rs. =A=


